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UPS DIN RAIL POWER

(€ RoHS

SPECIFICATION:

Unsere UPA Serie zur DIN-RAIL Hutschienenmontage halt die Stromversorgung fiir bestimmte Zeit
aufrecht um Datenverlust durch Stromausfall zu vermeiden. Dadurch besteht die Méglichkeit die
Applikation kontrolliert zu beenden und Daten zu sichern. Bei Sicherheitssystemen wie Alarmanlagen und
Videotliberwachungen bleibt der Schutz trotz ausgefallenem Stromnetz bestehen. Die Uberbriickungszeit
hangt mafigeblich von der von Ihnen gewahlten Akkukapazitat ab.

The UPS DIN RAIL series keeps up the power supply for a few minutes after the power-grid falls out. This
allows you to backup data or to do a controlled shut down. Security systems can continue the service for
some time. The standby time depends on your chosen battery capacity.The UPS DIN RAIL series keeps
up the power supply for a few minutes after the power-grid falls out. This allows you to backup data or to
do a controlled shut down. Security systems can continue the service for some time. The standby time
depends on your chosen battery capacity.

UPS function

12 or 24V output

Battery charger & discharger
Battery status control &
monitoring Alarm signal

UPS

Input 85~264VAC Extern 12V or
24V Battery

UPS-AC 100W~300W (Battery Interne or Extern Optional)

Input

85~264VAC, 47~64Hz

Output

12VDC or 24VDC from 100W~300W

Battery operation

10V~13,2VDC or 20~27VDC (online-technology, no interrupt)

Internal Battery Charger Current

10mA~2A

Discharger time

Depending on battery capacity

Discharger Protection

10VDC or 20V DC

Discharger warning

< 10V and < 20V (Battery-operation)

Output LEDs

Green for input OK, green for Battery full, orange for Battery low

Battery type

Lead acid Gel or AGM

EMC and Safety

CE, RoHS, EN60950

Operating temperature

-25~+70 °C (derating 255°C, 10W/°C)

Storage temperature

-40~+80 °C

Dimension

According to mechanical details

TERMINAL DESCRIPTION

1. Input Terminal

L; N 100~240VAC, 50~60Hz
PE Earth Connector
2. Output Terminal
1,2;3 DC Plus
3;4;5 DC Minus
7;8 External Switch for DC-Output On/Off (7; 8 =Closed)
9; 10 Signal-Output for AC Power OK or FAIL (7; 8= Open)

- if 9; 10 Closed-> AC=0OK
- if 9; 10 Open-> AC=Fail

3. Battery Terminal
1;2;3 Connector to Battery (+)
4;5;6 Connector to Battery (-)

4. LED Status
LED = Off No AC-Input; No Battery
LED = Green AC= On; External Switch for DC-Output On (7; 8 =Closed)
LED = Orange  AC= On; External Switch for DC-Output Off (7; 8= Open)
LED = Red AC = Fail; Battery = On
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MECHANICAL DETAILS
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ORDER INFORMATION

Model Name Output Order Code

UPS100-12VK 13.8V UPS-08001-1
UPS100-24VK 27.6V UPS-08001-2
UPS150-12VK 13.8V UPS-08001-3
UPS150-24VK 27.6V UPS-08001-4
UPS200-12VK 13.8V UPS-08001-5
UPS200-24VK 27.6V UPS-08001-6
UPS300-12VK 13.8V UPS-08001-7
UPS300-24VK 27.6V UPS-08001-8

Dieses elektronische Gerat darf am Ende seiner Lebensdauer nicht im Hausmill entsorgt werden. Zur Rickgabe stehen in Ihrer
Nahe kostenfreie Sammelstellen flr Elektroaltgerdte sowie ggf. weitere Annahmestellen fir die Wiederverwendung der Geréte zur
Verfligung. Entsprechende Adressen erhalten Sie von lhrer Stadt- bzw. Kummunalverwaltung. Sollte das alte Elektro- bzw.
Elektronikgerdt personenbezogene Daten enthalten, sind Sie selbst fur die Loschung dieser lhrer Daten verantwortlich, bevor sie es
zuriick geben. Weitere nitzliche Informationen finden sie auf: www.elektrogesetz.de

This electronic device must not be disposed of in the household waste at the end of its service life. For your return, there are free
collection points for electrical appliances and, if necessary, additional points of acceptance for the reuse of the devices in your area.
The addresses an be obtained from your city or cummunal administration. If the old electrical or electronic device contains personal
data, you are esponsible for deleting it before you return it. Further information: www.elektrogesetz.de

more information refers to http://www.tps-elektronik.de
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